
WWA OB3.2/OB4 Alpha v2.1 
Install & Deinstall Instructions 

(April 19, 2004) 
 

Installation: 
 
1. Open a Linux xterm window. 
     
2. Login as user root: 
  su - 
  <enter password when prompted> 
 
3. Log into ds1: 

ssh ds1 
  <enter password if/when prompted> 
 
4. Change directory to /data/local/tmp: 

cd /data/local/tmp 
 
5. Unbundle WWA alpha software package: 

gunzip –d wwa_OB4_alpha_v2.1.tar.gz 
tar –xvf wwa_OB4_alpha_v2.1.tar 

 
6. Change file permissions: 

chmod 777 wwa_OB4_alpha_files.tar 
chmod 777 WWA_OB4_INSTALL_DEINSTALL.sh          
chmod 777 undo_wwa_db_changes.sql 
chmod 777 CleanUp_WWA_OB4_POSTINSTALL.sh 
chmod 777 MultipleFilesMove 
chmod 777 wwa_db_changes.sql 
chmod 777 tcltk.tar 

 
7. Set logging and execute install script. Must be in /data/local/tmp: 

script –a /data/local/tmp/wwa_OB4_alpha_installation_log.out 
./WWA_OB4_INSTALL_DEINSTALL.sh –full 

 
8. Once install completes terminate logging session: 

<ctrl c> 
 

** Place Template & Localization Files ** 
 
9. Switch to user fxa: 
  su –l fxa 
  <enter password if/when prompted> 

 
10. Unbundle WWA OB4 template package: 
  tar –xvf wwa_OB4_templates.tar 
 
11. Set permissions on new files: 

chmod 775 *.preTemplate 
chmod 775 *.preWWA 
chmod 775 makeWWAtables.csh 
chmod 775 wwaUtil.csh 
 
 
 



12. Copy preTemplate template files into nationalData directory: 
  cp *.preTemplate /awips/fxa/data/localization/nationalData 
 
13. Copy preWWA template files into customFiles directory: 
  cp *.preWWA /data/fxa/customFiles 

 
14. Run WWA (NWR) localization: 
  /awips/fxa/data/localization/scripts/mainScript.csh -wwa 

 
15. Log into lx1: 

ssh lx1 
  <enter password if/when prompted> 

         
16. Remote copy scripts on ds1 into lx scripts directory: 
 rcp ds1:/data/local/tmp/makeWWAtables.csh /awips/fxa/data/localization/scripts 
 rcp ds1:/data/local/tmp/wwaUtil.csh /awips/fxa/data/localization/scripts 

 
17. Run WWA localization on new WCN template files: 
  /awips/fxa/data/localization/scripts/mainScript.csh –WWA 
 
18. Repeat steps 15-17 to copy and run localization on every linux box. (eg.. lx2,  
    lx3, lx4 etc…) 

 
19. Activate Quality Control (QC) bit: 
       echo “READ_ONLY_PRODUCT_FIELDS|1” >> /awips/adapt/ifps/data/wwaSiteConfig.txt 
 
20. Done.  Exit multiple logins and xterm by typing exit until closed: 
  exit 

 
Deinstallation: 
 
1. Open a Linux xterm window. 
     
2. Login as user root: 

su - 
  <enter password when prompted> 
 
3. Log into ds1: 

ssh ds1 
  <enter password if/when prompted> 
 
4. Change directory to /data/local/tmp: 

cd /data/local/tmp 
 
5. Set logging and execute deinstall script. Must be in /data/local/tmp: 

script –a /data/local/tmp/wwa_OB4_alpha_deinstall_log.out 
   ./WWA_OB4_INSTALL_DEINSTALL.sh –dein 
 
6. Once deinstall completes terminate logging session: 
  <ctrl c> 

           
9. Done.  Exit xterm when ready: 

Note: It is not necessary to undo template & script file changes. 
  exit 
  exit 
 
 


